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Abstract

The deployment of Software-de�ned Networking (SDN) in Tactical Network (TN)
enables communication in adverse and heterogeneous scenarios, however, SDN is
vulnerable to cyber threats. These cyber threats are particularly lethal at the Tac-
tical Edge (TE). As such this thesis addresses the critical issue of mitigating cyber
attacks in networked environments by proposing a comprehensive framework com-
prising three distinct agents: Cyber Attack Agent (CAA), Cyber Defense Agent
(CDA), and Network Manipulation Agent (NMA). The CAA simulates sophisti-
cated attacks, including network reconnaissance, 
ow table 
ooding and Distributed
Denial-of-Service (DDOS) attacks with the capability of evaluating the success of
their own attack. The CDA leverages either a threshold-based mechanism or machine
learning model, such as Long Short-Term Memory (LSTM), for robust anomaly de-
tection and response mechanisms. The NMA enhances the capabilities of the CDA
by stimulating network conditions in TN. The proposed framework is evaluated
across multiple network topologies, including linear, star, and tree. Key metrics
such as anomaly detection accuracy, attack e�ciency, and system adaptability are
analysed with a comparison of the threshold-based mechanism and machine learning
model.
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1
Introduction

With the Russian attack on Ukraine in 2021, the largest con
ict in Europe since
World War II unfolded, rea�rming the critical relevance of modern military systems.
Similarly, the Israel-Gaza con
ict of 2023 emphasised the importance of e�ective mil-
itary capabilities. Although the Russia-Ukraine war represents a more conventional
con
ict, both scenarios underscore similar foundational elements: soldiers, vehicles,
weapons, ammunition, infrastructure, and, crucially, a functional and resilient com-
munication network. Communication, in particular, plays a pivotal role in deter-
mining the success of military operations, spanning from secure command posts to
operations at the Tactical Edge (TE), directly on the front lines. Military communi-
cation systems must deal with various conditions, from fast and reliable stationary
communication to slow, unstable connections between mobile nodes. These unstable
conditions are particularly prevalent at the TE, with characteristics of high mobility,
limited resources, and increased risk. In such scenarios, communication breakdowns
can have lethal consequences, as deployed platoons rely on reliable communication
to ensure situational awareness and survivability at the front line. Additionally, mili-
tary platoons are composed of diverse units employing heterogeneous communication
technologies, including satellite communication for distant units and Ultra High Fre-
quency (UHF)/Very High Frequency (VHF) communication for on-the-ground sol-
diers. This diversity complicates network management and necessitates innovative
solutions to address the heterogeneity. To address the heterogeneity and complex-
ity of networks at the TE, Software-de�ned Tactical Network (SDTN) systems are
deployed. These systems leverage the principles of Software-de�ned Networking
(SDN), adapting their 
exibility and advantages to the tactical environment. SDN
o�ers versatility across civilian and military applications by abstracting network
control from underlying hardware, eliminating dependence on speci�c transmission
technologies or vendors [27]. This decoupling allows for an integration of diverse
transmission technologies, such as Bluetooth, Wi-Fi, and Ethernet, alongside spe-
cialised tactical network technologies like High Frequency (HF), UHF, VHF, and
Satellite Communications (SatCom). These technologies have unique requirements
that necessitate tailored SDN solutions [11, 24, 26, 31, 36].
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Tactical Networks (TNs), face several dynamic factors that in
uence their stability
and performance. These include mobility, radio capabilities, terrain-induced con-
straints, security risks, and signal interference. Consequently, tactical edge systems
must exhibit resilience against a range of challenges, including communication dis-
ruptions, network topology changes, cybersecurity threats, and the need for real-time
dynamic policy management.

1.1 Problem Statement

The integration of SDN in TNs o�ers enhanced 
exibility and communication in
adverse, dynamic, and heterogeneous scenarios. However, this innovation is suscep-
tible to sophisticated cyber threats, particularly at the TE, where the operational
environment is characterised by limited resources and high exposure to malicious
activities. These threats, including network reconnaissance, 
ow table 
ooding, and
Distributed Denial-of-Service (DDOS) attacks, can signi�cantly degrade network
performance and compromise mission-critical operations with lethal consequences.
A critical threat to the stability of SDTN arises when controllers become targets
of malicious attacks. Once compromised, attackers can disrupt or manipulate com-
munication to serve their objectives, necessitating the development of resilient con-
trollers to mitigate such threats. These controllers must not only detect ongoing
attacks but also implement e�ective countermeasures to neutralise them. Therefore,
a robust controller should be capable of identifying and responding to a wide range
of cyber-attacks.

Building on previous research [24, 25, 30, 36], this thesis highlights the underexplored
aspect of enhancing the resilience of SDTNs. Our work evaluates the vulnerability
of controllers to cyber-attacks and proposes a defensive strategy designed to swiftly
detect abnormal control plane activities. The proposed strategy responds by either
activating a reliable backup controller or deactivating suspicious switch ports. This
approach strengthens network resilience against controller failures and mitigates the
risk of unauthorised network access.

Existing solutions lack a comprehensive and adaptable approach to mitigate such
advanced cyber threats in TN. The challenge lies in designing an e�cient and resilient
framework capable of simulating realistic attack scenarios, detecting anomalies with
high accuracy, and dynamically responding to threats while considering the unique
constraints of tactical environments.

1.2 Solution

This thesis addresses the challenges of safeguarding SDTN against cyber threats by
proposing and evaluating a novel, resilient framework. The framework incorporates
three distinct agents|Cyber Attack Agent (CAA), Cyber Defense Agent (CDA),
and Network Manipulation Agent (NMA)|each designed to enhance the network’s
ability to detect, respond to, and mitigate cyber threats. The structure and func-
tionalities of these agents are outlined as follows:
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• Cyber Attack Agent (CAA): This agent is designed to perform network recon-
naissance and, based on the collected information, execute either a 
ow table

ooding attack or a DDOS attack. In addition to initiating these attacks, the
CAA evaluates their e�ectiveness and adapts the attack strategy dynamically
if the initial attempt is unsuccessful.

• Cyber Defence Agent (CDA): This agent monitors the network and analyses
incoming tra�c to detect ongoing cyber threats, including network reconnais-
sance, 
ow table 
ooding, and DDOS attacks. It employs either a threshold-
based or a machine-learning-based decision-making process using features that
cover various attack vectors. The CDA o�ers a range of defensive responses,
such as modifying the 
ow tables of switches, isolating compromised switches,
or even rebuilding the network using a backup controller to ensure continued
network functionality.

• Network Manipulation Agent (NMA): This auxiliary agent facilitates the mod-
i�cation of the network topology and the links between hosts and switches. By
enabling controlled changes, the NMA provides a platform to simulate mobil-
ity and evolving network conditions, ensuring the traceability of these changes
for evaluation and analysis.

1.3 Scientific Contributions

From this thesis, the following scienti�c contributions were derived:

• Towards a Cyber Defense System in Software-De�ned Tactical Networks [15]
at the ICMCIS 2024 conference.

• Towards a Resilient Multi-Agent Controller: Securing and Mitigating Over-
head in Tactical SDN. This paper won the Best Paper award at the SDS 2024.

• A Cyber Defense System for Software-De�ned Tactical Networks. Submission
for the ICMCIS 2025.

• Contributions to NATO IST 196 "Cybersecurity in virtualised networks".

1.4 Thesis Structure

This thesis is structured as follows: After this introduction, chapter 2 sets out the
structure of a military and de�nes the terms TN, TE, SDN as well as SDTN. Section
2.1 gives an overview of the current literature and the state of the art of the research.
Following the review of the literature, chapter 3 describes the design of the di�erent
agents proposed in this thesis. These agents are evaluated in chapter 4, showing
advantages and limitations. The thesis concludes with chapter 5, summarising the
work and highlighting future work.
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2
Background

Military structures follow a hierarchical approach, allowing for a sharp distinction
between posts giving the experience and those giving the understanding of combat
[13]. The former is granted the authority over the latter. The information passed
down from the top is condensed and considered to be of higher value as the super-
visors have access to all the information about their subordinates [13]. An example
for this is the US Army with the following structure: At the top is the Field Army
under the command of a four-star general. The Field Army consists of over 90.000
soldiers divided into two or more corps. The corps are mode up of two to �ve divi-
sions and up to 45.000 soldiers are commanded by a lieutenant general. Divisions
commanded by a major general are comprised of up to four brigades and can include
up to 15.000 soldiers. Brigades consist of a few battalions with a size of up to 5.000
soldiers under the command of a colonel. These battalions are usually four to six
companies with up to 1.000 soldiers commanded by a lieutenant colonel. These com-
panies commanded by a captain range from a few dozen to 200 soldiers organised
in three or four platoons. Platoons under the command of a lieutenant consist of
squads and a few dozen soldiers. Squads are two teams, each four soldiers each,
under the command of a sta� sergeant who are deployed in the �eld [29]. Depend-
ing on the size of the mission, di�erent units are deployed. With such a complex
structure, a functioning communication network needs to be established if a colonel
were to deploy the platoons in the most e�ective way possible. Initial instructions
can be relayed directly due to the same starting point or via satellite communica-
tion. During the mission, however, the platoon needs to communicate and be able
to receive further instructions from their superiors. This results in a heterogeneous
network as the intra-communication is short-range based with UHF, VHF, while the
inter-communication is long-range focussed with HF and SatCom.

Now that we have an idea of military structure, our focus shifts to the units platoons
and lower. These are deployed further at the front, the so-called TE. As de�ned
by the National Institute of Standards and Technology, TE refers to platoons and
personnel operating at lethal risk in a battle space or crisis environment. These
are characterised by 1) a dependence on information systems and connectivity for
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survival and mission success, 2) high threats to the operational readiness of both
information systems and connectivity, and 3) users are fully engaged, highly stressed,
and dependent on the availability, integrity, and transparency of their information
systems [21].

Communication networks deployed at the TE are called TN and must enable syn-
chronous and asynchronous, real-time, and interoperable communications. While
synchronised systems rely on timing, asynchronous systems allow units to rejoin if
the connection is lost [4]. Characteristics of TN are heterogeneity, limited resources
and restricted links. The heterogeneity is due to the di�erent types of communica-
tion needed at the TE. For short-range communication UHF is used, line-of-sight
communication requires VHF, while for long-range communication HF or SatCom is
deployed. These communications can be established between two stationary nodes
as well as moving nodes. A wired transmission may be deployed for stationary con-
nections. All technologies require di�erent hardware. This problem is exacerbated
by military operations between various nations as the hardware used can di�er,
even though they are designed to be used in the same scenario. As TN are deployed
during a mission, all hardware and power supplies need to be transported, which
necessitates it be as light and small as possible. With energy limitations, the trans-
mission technologies need to be energy e�cient, which can result in weaker waves.
Additionally, the open terrain and obstacles can result in transmission disturbances
or even cancelling of transmission.

To combat these challenges SDN SDN separates the network control from data for-
warding, allowing for direct programmability through decoupling control and data
plane [33]. The architecture of SDN consists of three layers. The data layer is the
lowest and provides access through switches to the network. The communication be-
tween hosts runs through this layer and di�erent technologies can be used including
WiFi, Bluetooth or Ethernet. The second layer, the control layer, enables communi-
cation in the data layer by installing 
ow table entries and controlling the network.
This is done with a controller providing a centralised view. The application layer,
which is the third layer, provides access for network administrators to control and
change the network.

Advantages of SDN include:

• Centralised structure: The controller is the central point of the network. This
allows all monitoring and instruction to be taken from one location as well as
maintaining a good overview of the system. This centralisation simpli�es the
network structure enabling easy system management.

• Direct programmability: Through the decoupling of data and control data,
policy changes can be programmed directly.

• Hardware independence: SDN creates a virtual network eliminating the need
for common hardware as the network is enabled through the control layer.
This introduces 
exibility and usage in a wide variety of scenarios.

Disadvantages of SDN include:
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• Single-Point-of-Failure: With the centralised structure all responsibility lies
with the single controller. Thus, the network stops working if the controller
fails and is slowed down if the controller resources are exhausted.

• Latency: With the increase of the network more resources are used impacting
the speed of the network calling for the need to balance the network.

• Controller Placement Problem (CPP): To ensure an optimal network, the con-
troller needs to be placed centrally keeping the distance to all switches as
short as possible. Otherwise, stable communication across the network is not
guaranteed.

SDTN refers to a SDN network deployed as a TN. The idea is to utilise the advan-
tages of SDN, namely hardware independence, at the TE. With this, the problem
of using di�erent transmission technologies can be combated. However, the disad-
vantages remain and are in some cases even exacerbated. Due to the mobility of the
network, the CPP poses a major threat to the platoon as disconnections or very slow
connections can have deadly consequences. Furthermore, the network needs to be
secure denying attackers access to the network but also detecting attacks within the
network. Especially attacks from within harbour enormous danger as a shutdown
of the controller can jeopardise the entire operation. Even slight exposure of the
network structure and nodes connected can be deadly.

SDTNs are susceptible to the same cyber threats as SDNs. These threats include
network reconnaissance, 
ow table 
ooding and DDOS. All threats have di�erent
objectives such as gathering information or preparing an attack. Attacks range from
disrupting local communication to impacting global communication of all devices or
entities connected to the network. These multilevel threats pose a signi�cant danger
to TNs. Any disruption to communication can have severe, even lethal consequences
in military operations, where e�ective and real-time communication is essential. For
instance, loss of communication could expose troop positions, delay mission-critical
information, or hinder situational awareness, all of which can result in operational
failure. The environment in which TNs operate further ampli�es these challenges.
Many environments are hostile to communication due to adversarial interference,
physical obstructions, and extreme operational conditions. Cyber-attacks in these
situations can be masked as natural network instabilities, making them di�cult to
detect and mitigate. Resilience in TNs is paramount to address these risks. Strong
resilience can reduce the potential for adversaries to exploit vulnerabilities in the
network.

2.1 Related Work

Di�erent security and cyber threat approaches exist in SDN, including Kreutz et al.
[16], where seven threat vectors are summarised with three targeting the controller,
as this is a Single Point of Failure (SPoF). Moreover, other research [10, 17] list
threats to SDN and controllers, including unauthorised access with consequences for
the communication and integrity of messages [10]. Krishnan et al. [17] especially
point out the vulnerability of the southbound interface impacting the integrity of
the communications.
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One of the most common threats for a controller is a Denial-of-Service (DOS) at-
tack. Abdullah et al. [1] evaluate the performance of di�erent controllers, namely
Opendaylight, POX, and RYU, against DOS attacks. The performance is measured
by the round trip time, latency, bandwidth, and throughput, while the DOS attack
is created using hping3. The research measures the e�ect of an DOS attack through
these metrics and concludes which controller application has the best capability to
deal with such an attack, based on the implementation of the controller. However,
Abdullah et al. do not introduce any countermeasure that the controller could take.

Using a NOX controller, Braga et al. [6] propose a lightweight detection method for
DOS attacks. They employ Self Organizing Maps using six features to detect a DOS
attack. The main assumption of this study is that all switches keep the statistics
of all active 
ows. In the realm of SDTN, a test-bed and a system named Cyber
Security Simulation Service (CSSS) were proposed in [5], trying to detect black hole
attacks and reacts by removing the black holes from the network. Black holes are
detected by monitoring bidirectional tra�c. However, this does not address the issue
of attacks against the controller.

Similarly, Alharbi et al. [2] evaluate the impact of DOS attacks in SDN on three dif-
ferent controllers, namely RYU (version 3.22), ONOS (version 1.10.0) and Floodlight
(version 1.0). Unlike Abdullah et al. [1], the attack is not created by using hping3.
Rather, they experimented with two di�erent methods. The �rst method crafts and
sends UDP or TCP packets with random source, destination IP, and MAC addresses
using the Scapy library. With this approach, they achieved a packet-sending rate of
500 pkts/s. The second method is TCPreplay, where previously captured tra�c is
injected into the network at a desired rate, achieving a packet rate of 70.000 pkts/s.
The authors �rst evaluated the impact of a DOS attack on the controller measured
by the Packet Delivery Ratio (PDR) of 10 ICMP echoes between two hosts. They
concluded that all controllers could not respond after the attack rate reached over
7.000 pkts/s. These results are worsened by the network size which is called the at-
tack ampli�cation e�ect. This is caused by one packet triggering multiple packet-in
requests from di�erent switches. The second experiment evaluates the impact of a
DOS attack on switches, concluding that the PDR drops to 0% if the attack rate
is greater than 65.000 pkts/s. This paper only compares controllers’ performance
against DOS attacks.

The authors in [8] proposed SDN-Guard, an application to protect the network
against DOS attacks. This system is plugged on top of the SDN controller and
consists of three components. The 
ow management component selects routing paths
and timeouts for 
ows. The rule aggregation component aggregates similar 
ow table
entries, while the monitoring component collects statistics about 
ows, switches, and
links. A separate Intrusion Detection System evaluates the packet-in requests. The
DOS attack is created by using hping3 in partial-mesh-switch-topology, using the
Floodlight controller (version 1.2), and a total of up to 70.000 packet-in requests were
created. This approach heavily relies on an intrusion detection system to analyse
packet-in requests and to determine the threat probability.

Di�erent ideas for detecting an ongoing DOS attack have been proposed. More-
over, quite a few focus on the selection of the classi�er rather than the de�nition of
features. Meti et al. [19] evaluated three di�erent classi�ers for detecting DDOS at-
tacks. The Naive Bayes (NB) classi�er, Support Vector Machine (SVM) and Neural
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Network (NN) classi�er were all applied to real-world TCP tra�c where the data con-
sists of the number of hosts connected in seconds, host time, which is either the peak
time or o�-peak-time and a label for each entry. They concluded that SVM is the
best classi�er for detecting anomalies in an SDN network. In [28], the authors eval-
uated seven di�erent Machine Learning (ML) without specifying how their feature
extractor works. The seven MLs were both unsupervised and supervised, includ-
ing k-nearest neighbours (k-NN), NB, SVM, Random Forest (RF), Arti�cial Neural
Network (ANN), Linear Regression (LReg) and Decision Tree (DT). They noticed
that LReg achieved the highest precision while RF performed only slightly worse,
however, doing so with less execution time.

Other papers have a stronger focus on features to detect a DOS attack. Yue et al. [35]
propose DOS detection based on 
ow table features. These features include entropy
of source IP addresses, similarity of 
ow tables, growth rate of max matched packets
and max matched bytes, percentage of 
ows with a small number of packets, and
percentage of 
ows with short duration. All these features were then used in di�erent
MLs, and their performance was evaluated. Mousavi et al. [20] propose calculating
entropy within a given window. The entropy is calculated for the destination IP
address with a window size. Their proposed method requires the de�nition of a
threshold which, when succeeded, indicates a DOS attack.

Giotis et al. [14] propose to use the OpenFlow switch statistics for DDOS attack
detection with the goal of high scalability and e�ciency. The statistics used are
packet and byte count, 
ow duration, header information and action counters. To
ensure scalability the paper introduces sFlow, a sampling-based technology, in which
only a subset of packets are used to send a summary to the controller. Based
on this summary the classi�cation is done. For the classi�cation, any machine-
learning model can be used including supervised learning including SVM and RF,
unsupervised learning for ML detection in SDN such as k-means clustering and
Density-Based Spatial Clustering of Applications with Noise. Drawbacks of this
approach include the potential information loss due to the sampling of the 
ow,
querying overhead as the statistics are collected in the switches and the focus on
higher-speed networks. The sampling of packets is not needed in SDTN as the total
number of packets is low due to the limited links. This sampling is done by the
switches, which require switches with computing power. These could prove to be
too expensive and power-consuming at the TE. Furthermore, the performance of the
SDTN is impacted by querying overhead as shown in [36] and due to the limited
links and packet loss the switch statistics can be used as a reliable database.

Similarly, ElSayed et al. [9] propose a solution around feature selection and anomaly
detection methods to enhance detection accuracy while minimising computational
overhead for DDOS attacks. To reduce the computational complexity only relevant
aggregated 
ow features for DDOS attacks are selected these include packet count,
byte count, 
ow duration, protocol type and source and destination address. These
features are evaluated and ranked such that only the top-ranked features are re-
tained. The implemented machine-learning model includes RF and SVM for which
good values in accuracy, false positive rate, and computational e�ciency were cal-
culated. The features are all collected from the switches, introducing the problem of
increased overhead and usage of control plane bandwidth. Furthermore, the system
has not been tested for unstable network conditions, thus, it is unclear how it would
deal with sudden bursts and sudden drops of tra�c.
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Xu et al. [34] investigate methods for detecting DDOS attacks with SDN by leverag-
ing the centralised control and 
ow monitoring capabilities of SDN. The monitoring
is divided into high- and low-level monitoring. The high-level monitoring aggre-
gates 
ow statistics, e.g. tra�c volume per destination and if suspicious behaviour
is detected the low-level monitoring collects detailed per-
ow statistics for deeper
analysis. Weaknesses of this research include the use of initially static thresholds to
detect anomalies. Although the system adapts these thresholds dynamically, sudden
bursts in tra�c due to changing link quality in SDTN can lead to misclassi�cation
of tra�c. The use of high- and low-level monitoring is unnecessary in SDTN as the
monitoring can be done per switch due to the low amount of tra�c.

The article Machine Learning in Network Anomaly Detection by Wang et al. [32]
examines the application of machine learning in various types of networks, while
highlighting their unique challenges. For SDN the advantages of this network are
highlighted, while DDOS features are divided into 
ow statistics from switches and
overall tra�c statistics. The features include packet count, byte count, entropy of
source and destination IP addresses, 
ow start and end time, tra�c volume per time
window and Transmission Control Protocol (TCP) 
ags. Missing from this survey
is the examination of networks with unstable connections and mobility as given in
SDTN.



3
Design

Our strategy to ensure resilience comprises the design of a CDA capable of moni-
toring, feature engineering, detecting anomalies and reacting. In addition, a CAA
is proposed to create a successful attack, challenging the CDA.

3.1 Cyber Attack Agent (CAA)

The task of the CAA is to create cyber threats to challenge the controller of the
SDTN. For this, we introduce di�erent attack vectors, including DDOS attacks,
network reconnaissance, and 
ow table 
ooding. The CAA follows the four steps
described in Figure 3.1: Network reconnaissance, attack preparation, attack, and
evaluation. In the following description of the network reconnaissance, the 
ow
table 
ooding and the DDOS attack are provided.

3.1.1 DDoS attack

The DDOS attack follows two main goals: Exhausting the controller resources, (e.g.,
memory, CPU) and occupying network bandwidth to interfere with communication.
To exhaust the controller resources, the CAA needs to 
ood the controller with
packet-in requests. Due to the separation of control and data plane introduced by the
SDN paradigm, the data plane enables communication between hosts through 
ow
tables installed in switches. The main information of these entries is the routing path
for a given source and destination, However, if an incoming packet is not matched
with already existing 
ow table entries, the a�ected switch sends a packet-in request
to the controller trying to obtain the matching 
ow table entry. This process is part
of the control plane.

Knowing this, the CAA needs to craft packets that force a 
ow table miss in the
switch. As we already showed in a previous work [15] this attack will only be executed
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Figure 3.1 Design of the Cyber Attack Agent (CAA)

from the data plane as [15] showed the e�ectiveness and reduction of assumptions.
The second goal is exhausting the bandwidth to impact the normal tra�c. Due to
changing conditions in a SDTN, it might be impossible to overwhelm the controller’s
CPU and memory, as the link between the switch and controller is limited in the
magnitude of kilobits in most cases. Thus, a di�erent goal is to impact the normal
tra�c as much as possible. This can be e�ective, as the controller might need longer
to detect such an attack.

3.1.2 Network Reconnaissance

Network reconnaissance is de�ned as gathering information to plan future operations
[7] and provides the basis of the CAA. The here-applied network reconnaissance
involves an active adversary. The �rst goal is to get information about the network.
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By gathering this information an attacker can estimate the network’s size, identify
potential targets, and their location of vehicles. With this exposure, the security of
the convoy is severely compromised. Furthermore, mapping the network structure
can reveal the principles of how these networks are built and can compromise other
platoons as well.

To this end, we utilise Nmap, a simple and e�ective open-source tool for scanning
networks and security auditing. It generates mostly Address Resolution Protocol
(ARP) requests within a range of IP addresses, to identify the hosts within the
network and returns them to the user. The extracted information includes the MAC
address, Round-Trip Time (RTT), and IP address. Given the RTT, we try to map
the network topology. With a grasp of the topology the e�ectiveness of a certain
attack can be estimated. DDOS attacks are less e�ective in disconnected networks
as the ampli�cation e�ect is missing. In that case a 
ow table 
ooding might be
more useful. The more information the attacker has about the network, the easier
it is to avoid detection. This holds especially true for larger networks as it is easier
to hide malicious activities in normal tra�c.

For this reason, we leverage a classi�cation machine-learning model using the nor-
malised RTT. To avoid misleading data due to the simulation environment we pre-
process the data by replacing all RTT values lower than the RTT for neighbouring
hosts with interpolated data. The resulting models are an abstraction of the un-
derlying network topology given the position of the CAA, allowing us to compare
them to new reconnoitred data. Furthermore, a better understanding of the net-
work structure helps the attacker to tailor the attacks. For DDOS attacks, knowing
which IP addresses are being used can help to craft packets that force more 
ow
table misses. This can introduce di�erent attack vectors, such as DDOS or 
ow
table 
ooding attacks. Similarly, 
ow table 
ooding requires a destination IP and
MAC address in the network.

3.1.3 Flow table flooding

Based on a successful network reconnaissance, we can craft packets that generate a

ow table 
ooding attack. A 
ow table entry is installed if a route between source
and destination exists. Thus, we can craft packets with a �xed destination IP address
while varying the source IP address, both MAC addresses, the protocol, and both
ports. Similarly, we can iterate through all identi�ed hosts within the network to
provide a broader attack surface.

3.1.4 Attack evaluation

A potent CAA should be able to evaluate its attack to determine the damage done
to the network. The evaluation di�ers for each aspect of the CAA.

As the CAA is deployed in a TN, we can assume the proximity of the attacker to the
network. Thus, the attacker can estimate the minimum number of hosts connected
to the network. With this and knowing their IP address, the attacker can de�ne
an IP address range to search for the hosts. If none are found, the range needs to
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be widened until the reconnaissance is successful. The feedback is determined by
the number of hosts the attacker can see and the number of hosts found during the
reconnaissance.

To evaluate the success of the 
ow table 
ooding, the CAA keeps track of the
RTT of the sent packets. During the installation of 
ow table entries, the RTT
for an already completed transmission decreases. A decreasing RTT can indicate a
successful attack.

The goals of DDOS attacks include exhausting controller memory, CPU, or network
bandwidth. The bandwidth exhaustion can be evaluated by monitoring the RTT
of an already established connection. This can be a result of a 
ow table 
ooding.
Knowing an installed entry, the CAA can reuse this connection to monitor the
RTT. To test the exhaustion of controller resources a second host with the CAA
is required. Furthermore, this host needs to use a di�erent connection, this can be
achieved by being connected to a di�erent switch. This host can probe the controller
by monitoring the time required to install new 
ow table entries.

The success of an attack is determined by the increase of the calculated RTT. The
attack is deemed successful if the RTT for example increases by 50%. If the RTT
does not increase, the attack must be repeated. For this, the operator input is
needed. The operator decides which parameter is changed for the retry. The choice
is between recrafting the packets as the operator assumes that the previous packets
were too similar and did not force enough 
ow table misses and increasing the speed
of sending the packets as the previous speed did not stress the controller or exhaust
the bandwidth enough.

3.2 Cyber Defense Agent (CDA)

The proposed CDA, described in Figure 3.2, monitors the tra�c in SDTN, trying to
detect malicious activities and responding appropriately. Notice that the controller
cannot access tra�c information from the user network, thus, we focus on infor-
mation that can be extracted from the controller. The CDA consists of four parts,
described in this section.

3.2.1 Network Monitoring

After deploying the CDA on the controller, the monitoring phase collects all relevant
information from the IP tra�c using a packet sni�er that is designed to instantly
respond to the received packets. The packet sni�er utilises a Python extension
module, Pcapy, to access the routines from the Pcap packet capture library within
a Python environment. We use Pcapy over other well-known libraries for packet
sni�ng, such as Pyshark or Scapy, as it provides easy access and returns the data in
a processable way. Regarding the tool, the performance is su�cient for the limited
data link setup investigated in this thesis. However, Pcapy might not be applicable
to large-scale, high data link networks with large amounts of tra�c.




